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WARNING: THE USE OR INGESTION OF ANY TIME MAY BE INJURICUS TO YOUR OR
OTHERS HEALTH. BEPORE USING OR INGESTING, ODSERVE ALL SAFETY RULES,
USE COMPLETE CARE, HEED COMPETENT ADVISE, CONSULT PSHA, WASHINGTON,
D.C., 20210.

THESE PATTERNS ARE MASTER PATTERNS MADE OF PLASTER & ARE INTENDED FOR
TEMPORARY USE ONLY WHILE THE INSTRUCTOR MOLDS & CASTS DURABLE ALUMINUM
WORKING PATTERNS FCOR USE BY STUDENTS. THESE ALUMINUM DUPLICATES OF THE
TEMPORARY PLASTER PATTERNS WILL BE USED BY STUDENTS TO PRODUCE ALUMINUM
OR IRON CASTINGS WHICH THE STUDENTS WILL THEN MACHINE INTO USEFUL
FPINISHED PROJECT.

PLASTER PATTERNS MUST BE SEALED WITH TWO (2) COATS OF SHELLAC PRIOR TO
MOLDING .

AFTER POURING AN ALUMINUM PATTERN, GATES SHOULD BE SAWED QFF & PROPER
DRAFT (TAPER) MUST BE RE-ESTABLISHED WITH A FILE OR BELT SANDER, THE
ENTIRE ALUMINUM PATTERN MUST BE CAREFULLY CLEANED AND DEBURRED WITH
FILES TAKING EXTREME CARE NOT TO ALTER ORIGINAL PATTERN DRAFT, ARY
SHRINKAGE OR FLAWS SHOULD BE FILLED WITH AUTC BODY PUTTY.

IN THE CASE OF SPLIT OR TwWO-PIECE PATTERNS, ALIGNMENT PINS MUST BE
INSTALLED IN HOLES DRILLED IN THE ALUMINUM. BOTH HALVES OF THE PATTERN
SHOULD BE C-CLAMPED TOGETHER WITH CARE TAKEN IN ALIGNMENT. NEXT, 1/4°
HOLES SHCULD BE DRILLED THRU BOTH HALVES WHERE INDICATED ON ACCOMPANYING
SKETCHES. ONE QUARTER INCH DIAMETER STEEL PINS ARE THEN INSERTED &
EPOXY GLUED INTO ONE HALF OF THE PATTERN., ANY ALTERING OF EXTERNAL
PATTERN SURFACES SHOULD BE PATCHED WITH AUTO BODY PUTTY & SANDED.

IN SEVERAL CONVENIENT POSITIONS ON THE FLAT OR BACK SIDES OF ALL
PATTERNS, 13/64" HOLES SHOULD BE DRILLED & TAPPED 1/4"-20 TO PACILITATE
REMOVAL OF ALUMINUM PATTERN FROM SAND BY MEANS OF LIFTING SCREWS,
PINALLY, A COAT OF HARD SLICK LACQUER SHOULD BE APPLIED TO ALL EBXTERNAL
SURFACES TC FACILITATE REMOVAL OF PATTERN FROM SAND.

FOR INSTRUCTORS WITH ADVANCED FOUNDRY KNOWLEDGE IT IS SUGGESTED THAT
PATTERNS BE MOUNTED ON 3/4™ PLYWCOD MATCHPLATES.

POR THE TWO PROJECTS WITH CORE BOXES, THE TWO ALUMINUM HALVES OF THR
CORE BOX MUST BE ALIGNED WITH STEEL PINS IN THE SAME MANNER AS THE SPLIT
PATTERNS INDICATED ABOVE.

WHEN FURTHER QUESTIONS ARISE CONCERNING PROPER MOLDING OR FOUNDRY
PROCEDURES, REFER TO ANY FOUNDRY TEXTBOOK.
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SAFETY WARNING! The use or ingestion of any item may be
injurious to your or other's health. Before using observe all safety
rules, use complete care, heed competent advise, consult OSHA,
Washington, DC 20210.
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